
A

4 5 6 7 8 9 10 11 12

Y

V

W

X

Z

25
'-0

"
25

'-0
"

25
'-0

"
25

'-0
"

23
'-0

"

D

0008

B

0008

P1

P1

F4.0

P1

P1

P1P1P1P1

F6.0F6.0

F8.0F8.0

EDGE OF WALL

17'-3"

6
0
°

EDGE OF WALL

17'-5"

12
'-7

"

6
0
°

EDGE OF WALL

17'-7"

EDGE OF SLAB

C

0008

P2

F4.0

F6.0 F6.0

B

0008

B

0008

25'-0" 25'-0" 25'-0" 25'-0" 25'-0" 25'-0" 25'-0" 25'-8 1/2"

(E) FOOTING
(TYP)

(E) GRADE BEAM
(TYP)

(E) PIER
(TYP)

P2 P2

D

0008

(SIM)

F6.0 F6.0
F7.0

F7.5

BACKFILL, SEE NOTE 4

E

0008

P1

F8.0

GIRT LINE
1'-4"

9" SLAB w/
#4@12" OC, EW
(SEE NOTE 3)

F6.0

B

0009

P1

AA

4'
-5

"

P1P1P1P1P1P1P1

P1

F4.0

F4.0

F8.0

(TYP/ SIM
ALONG COL
LINE "AA")

F8.0 F8.0
F8.5

F4.0

P1

OFFSET
1'-0" CL PIER

F4.0

P1

F4.0

P1

F4.0

P2

F6.0

12
'-7

"

B

0008

F5.0

1'-0"

C
L 

P
IE

R

17'-0" RAMP

21
'-0

" 
R

A
M

P

LEGEND

(E) = EXISTING

A

1

0TENTHS 0 INCHES 1 2 3 54 6 7 8 9 EIGHTHS10 7010MM 20 30 40 50 60 9080 100
A

R
C

H
 D

-2
4x

36

B

C

D

E

F

23456789

AS NOTEDREV DATE REVISION & ISSUE HISTORY SCALEDES CHK APP

DOCUMENT TITLE

ISOMER PROJECT GROUP
115 WELBORN ST. SUITE A

GREENVILLE, SC 29601
www.isomer.group

THIS DOCUMENT CONTAINS DATA THAT IS CONFIDENTIAL AND IT MAY 

NOT BE COPIED OR DISCLOSED, AND MAY BE USED BY THE CLIENT 
ONLY IN THE CONTEXT AND FOR THE EXPRESS PURPOSE FOR WHICH IT 

WAS INTENDED. ANY USE OF, OR RELIANCE ON, THIS DOCUMENT BY 

ANY THIRD PARTY IS AT THAT PARTY'S SOLE RISK.

PROJECT NO. REV.

STAMP / SEAL

DRAWING NO.

ST-DWG- ATEL2305 0006

WAREHOUSE EXPANSION
TELLUS PRODUCTS, LLC.
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BELLE GLADE, FL 33430

STRUCTURAL
CONCRETE

SLAB & FOOTING PLAN
@ T/ SLAB EL 100'-0", UNO

SCALE =  1/8" = 1'-0"

SLAB & FOOTING PLAN AT T/ SLAB EL 0'-0", UNO

A 11SEP23 ISSUE FOR BID DG2        JNC JNC

NOTES:

1. FOR GENERAL NOTES SEE DRAWING 0001.  

2. CONTRACTOR TO VERIFIRY ALL EXISTING CONDITIONS AND REPORT 
TO ENGINEER IF FIELD CONDITIONS DIFFER FROM INFORMATION 
SHOWN ON DRAWING.  

3. SLAB-ON-GRADE SHALL BE 9" THICK REINFORCED WITH #4 AT 12" OC
EACH WAY, UNO.  PROVIDE 10 MIL. VAPOR BARRIER UNDERNEATH ALL
SLAB ON GRADE.  

4. STRUCTURAL BACKFILL SHALL CONSIST OF GRANULAR MATERIALS THAT 
HAVE A MAXIMUM SIZE OF 3 INCHES, CONTAIN NOT MORE THAN 70
PERCENT PASSING THE U.S. STANDARD NO. 40 SIEVE, CONTAIN NOT MORE 
THAN 10 PERCENT PASSING THE U.S. STANDARD NO. 200 SIEVE, AND HAVE
A MAXIMUM ORGANIC CONTENT NO GREATER THAN 2 PERCENT. STRUCTURAL
BACKFILL SHOULD BE PLACED IN HORIZONTAL LIFTS AT A WATER CONTENT
WITHIN TWO PERCENT OF OPTIMUM AND WITH AN UNCOMPACTED THICKNESS
OF NO MORE THAN 12 INCHES. EACH LIFT SHOULD BE COMPACTED TO
NOT LESS THAN 95 PERCENT OF THE MAXIMUM DRY DENSITY DETERMINED
IN ACCORDANCE WITH THE MODIFIED PROCTOR TEST (ASTM D 1557).
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